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IAVANTAJE

- Extra garantie: 5 ani sau 3000 ore
functionare

- Transmisie Syncro Shuttle

- Carte RAR inclusa

- Functia Creep

- 16 viteze inainte, 16 viteze inapoi

- 4x4 cu diferential blocabil

- Plaja mare de forta

- Reglare ecartament in functie de cultura

- iTractor - Sistem monitorizare GPS

MOTOR

- Tier V, model , L3CRV-T9A-Mitsubishi, 4
timpi, racire cu apa

- Nr. cilindri: 3, Capacitate cilindrica: 1879
cmc

- Cuplu maxim: 164 Nm

- Putere: 50 CP

- Pompa de injectie: Delphi CRDI
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Tip: Syncro shuttle

~Ambreiaj: un singur disc de ambreiaj

- Diferential blocabil: Mecanic

Nr. Viteze: 32 inainte/16 inapoi cu functia
Creep

- Tip: Independent

- Rotatii pe minut: 540, 540E,1000

[SISTEM
|[HIDRAULIC

- Prindere in 3 puncte: Cat II

- Detectarea curentului de sarcind: Veriga
superioara

|- Debit de ulei nominal: 30,9 litri/min

- Presiune ulei: 17,5 MPa

- Capacitatea de ridicare in tiranti: 1250
lkg

- Prize hidraulice: 2 x dubla actiune (tip cu
retur cu arc) x iesiri frontale cu joystick

[SISTEM DE
|IDIRECTIE

~Tip: Hidraulic

Raza minima de viraj (cu frana): 2800
mm

- Numérul de ture de directie: 3,9 ture

|- Debit de ulei nominal: 15,6 litri/min

- Presiune ulei: 14,2 MPa

[SISTEM

|[ELECTRIC
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Voltaj: 12V

|- Alternator: 12V-70V.

- Pornire: 12V - 2.0 KW, Tip solenoid
lelectric

Lumini: faruri, lumini de semnalizare,
llumini laterale, lumini stop, lumini de
llucru

[DIMENSIUNI

- Structura: cabina cu AC, filtrare,
lincalzire, sistem audio stereo

- Lungime totala; 3620 mm

- Latime totala: 1458-1858 mm

- Inaltime totala: 2330 mm

- Greutate: 1950 kg

Greutate frontala: 21 kg bara de
protectie/ greutatii 4x20 kg

- Anvelope fata: 9.5-16 (4PR)

- Anvelope spate: 13.6-24 (8PR)
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